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MEDIDORES DE PANEL LED

LED PANEL METERS

KC-681P

MTR-10 XT11S

(PHASE OUT)

Diverse control mode.Sampling cycle 0.5sec.Can revise the high, low point.
Rs485 communication

LED digital display, suitable for varios input model. Display range:-19999~9999 .
The outer covering uses ABS fireproof material to offer high-security.

Model KC-881N | KC-881P | KC-681P | MTR-10
Product Digital Display Meter
Size 96Wx48Hx93Dmm |96Wx48Hx93Dmm | 96Wx96Hx93Dmm| 78 Wx35Hx77Dmm
Panel cutout size 91Wx45Hmm 91Wx45Hmm SOWx90HmMm 70Wx28Hmm
LED size 0.56" 4 digit 0.8" 4 digit 0.8" 4 digit 0.56" 3 1/2digit
Weight 200g 210g 330g 170g
Input type K/J/PT100 Q/0-10V/1-5V/4-20mA /RS485
Range -1999-9999 -10~1200°C
Ambient Humidity 50-85%RH 50~85%RH
Ambient Temperature  -20°C~85°C -10°C~+50°C
Accuracy 10.15% 1°C
Resolution 10.15% t1°C
Power consumption | 4VA 2.0W
Contact 5A240VAC 5A240VAC
Power supply AC85~265, 50/60Hz AC230V/2VA
Installs the fitting Panel mounting Panel mounting
Extra funtion (Output) RS485
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